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802.11g Wireless LAN USB Adapter w/SMA Connector

Tuong thich chuédn IEEE 802.11g, san phdm PLANET WL-U356A két nbi mang khéng day don gian nhanh
chong, tin cay va tbc do6 cao cho cad may tinh va may xach tay. Két hop 2 céng nghé USB 2.0 va 802.11g,
tbc do to6i da dat téi 54Mbps, gép 5 lan thiét bj chuan 802.11b.

San phdm WL-U356A hd tro dau ndi mé rong cho phép két ndi annten ngoai mé réng khoang cach. biéu
dé dem lai lgi thé sw linh hoat va khéng bi han ché nhu cac san phdm USB théng thuong. Hon niva, ma
hoa an toan 64, 128 va 256-bit WEP hay WPA (Wi-Fi Protected Access) bdo mat mic cao gilp mang LAN
tranh bi xam nhéap bé&i cac may tinh la.

WL-U356A hd trg chirc ndng phan mém AP, cho phép chuy&n USB thanh mdt Access Point gon nhe. Thiét
bi USB hé trg twong thich nguwoc véi chuan 802.11b, cac may tinh 14p card mang chuén 11b hay 11g déu
c6 thé truy cap mang. D& dang cai dat va l&p dat, thich hop véi méi trudng di chuyén va sdn sang bat cw
khi nao.

>>> M6 hinh trng dung
Infrastructure
For some environments with limitations on running Ethernet cables around,
simply install the WL-U356A on your desktop or laptop, and users thus can get
connected to the wired Ethernet through a wireless access point to access the
network resources within the coverage of wireless signals. The installation of
multiple access points to enlarge the coverage of wireless signals and can
ensure seamless network access for mobile users.
Software AP
This feature converts the WL-U356A into a compact wireless access point
immediately, and this can create an instant wireless network, which spares the
additional costs of purchasing a wireless access point.
Ad-Hoc
Need connecting several desktop PC or notebooks wirelessly? Configuring all
the wireless adapters to Ad-Hoc mode without wireless access point is the
easiest and costly way to meet this demand.

>>> bDac tinh ky thuat

Twong thich chuan IEEE 802.11g 2.4GHz (OFDM)

Truyén thong téc d6 cao téi 54Mbps

H6 tro ma hoa an ninh mang WEP 64/128/256 bits, bdo mat WPA

H6 tro cAu truc Infrastructure va Ad-Hoc

H& tro chirc nang AP bdng phadn mém

Ty dong chuyén téc d6 nang cao d6 nhay thiét bj

H& tro hdu hét cac he dleu hanh thong dung: Windows 98SE/Me/2000/XP

Thiét k& dwoc phép két néi annten mé réng

Giao dién USB 2.0
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>>> Thong sb ky thuat

Model | WL-U356A

Interface Complaint with USB 2.0 / 1.1 standard

Standards Conformance Compliant with 802.11b / 802.11g

IEEE802.11b-1/2 /5.5 / 11Mbps (auto sensing)

IEEE802.11g-6 /9/12/18 /24 / 36 / 48 / 54Mbps (auto sensing)
Operating Mode Infrastructure Mode, Ad-Hoc Mode and Access Point Mode.
Security WEP 64/128/256bit, WPA, WPA-PSK

Emission type Direct Sequence Spread Spectrum (DSSS) Technology

RF Modulation OFDM with BPSK, QPSK, 16-QAM, 64QAM

Media Access Protocol CSMA/CA

2.412~2.462GHz (FCC, Canada) / 11 Channels
Operating Frequency / Channel | 2.412~2.472GHz (Euro ETSI)/ 13 Channels
2.412~2.4835GHz (Japan, TELEC) / 14 Channels

Qutput Power 15dBm (Typical)

Operating Range Up to 100 meters (328 feet) transmit and receive
LED Indicators ACT

Antenna Connector Reverse-SMA

Operating: 32 Degree F ~ 131 Degree F (0 Degree C ~ 55 Degree C) Storage: -13 Degree F
~ 158 Degree F (-20 Degree C ~ 70 Degree C)

Operating: 10% to 80% Non-Condensing
Storage: 5% to 90% Non-Condensing

Dimensions 109mm X 74mm X 40mm (L x W x H)
Weight 1959
Certifications FCC, CE

Data Transfer Rate

Temperature

Operating Humidity

>>> Thong tin dat hang
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